NOTE: SIGN SPECIFICATIONS AND HEIGHT TO MEET MMUTCD.

SIGN MOUNT - TURF

30" DIAMETER HOLES (TYP)
1.5" X 1.5" (12 GA) PERFORATED UNISTRUT GALVANIZED TUBING
1.75" X 1.75" (12 GA) PERFORATED UNISTRUT GALVANIZED TUBING

TURF

NOTE: SIGN SPECIFICATIONS AND HEIGHT TO MEET MMUTCD.

SIGN MOUNT IN ASPHALT

3000 PSI CONCRETE

NOTE: SIGN SPECIFICATIONS AND HEIGHT TO MEET MMUTCD.

SIGN MOUNT - CONCRETE SURFACE

CONCRETE

1/4" DIAMETER HOLES (TYP)
1.5" X 1.5" (12 GA) PERFORATED UNISTRUT GALVANIZED TUBING
1.75" X 1.75" (12 GA) PERFORATED UNISTRUT GALVANIZED TUBING

SURFACE MOUNTED BRACKET
1/4" THREADED ROD WITH 344" DIA WASH, GALVANIZED

NOTE: SIGN SPECIFICATIONS AND HEIGHT TO MEET MMUTCD.

SURFACE MOUNT BASE AND SECTION

1/4" HOLES (4)
1.25" X 1.25" (12 GA) PERFORATED UNISTRUT GALVANIZED TUBING
CONNECT STUB TO SOCKET JOINT WITH 1/4" FILLET WELD AROUND
CUT OFF BOLT TO 1/4" ABOVE NUT, AFTER TIGHTENING