**INSTALLATION DETAIL - FOR EXISTING WALLS**

**TYPICAL DUAL CHANNEL PLASTIC RACEWAY**

- **TELCOM OUTLET**: Provide at least 1 drop for every 3 telcom outlets.
- **CEILING FITTING**: End fitting is required for each location.
- **TELECOM RECEPTACLES**: Mounted vertically (type as indicated on plans).
- **SECOND QUAD**: Where indicated.
- **A.F.F.**: As shown on plans.

**NOTE:**

- **TELE/DATA LOCATIONS**: In the raceway.
- **INSTALL**: A "STANDARD FACEPLATE BRACKET" (PANDUIT #T70SDB-X OR EQUIVALENT) at the tele/data locations in the raceway.
- **DO NOT USE**: "HANGING BOXES".

---

**BENCHTOP VERTICAL PLASTIC RACEWAY INSTALLATION**

- **TELCOM ROOM OR CABLE TRAY**: 1 1/4" to power panel.
- **CEILING FITTING**: End fitting is required for each location.
- **TELECOM RECEPTACLES**: Mounted vertically (type as indicated on plans).
- **SECOND QUAD**: Where indicated.
- **A.F.F.**: As shown on plans.

**NOTE:**

- **SUPPLEMENT**: In the raceway.
- **INSTALL**: A "STANDARD FACEPLATE BRACKET" (PANDUIT #T70SDB-X OR EQUIVALENT) at the tele/data locations in the raceway.
- **DO NOT USE**: "HANGING BOXES".

---

**INSTALLATION DETAIL - FOR EXISTING WALLS**

**TYPICAL DUAL CHANNEL PLASTIC RACEWAY**

- **TELCOM OUTLET**: Provide at least 1 drop for every 3 telcom outlets.
- **CEILING FITTING**: End fitting is required for each location.
- **TELECOM RECEPTACLES**: Mounted vertically (type as indicated on plans).
- **SECOND QUAD**: Where indicated.
- **A.F.F.**: As shown on plans.

**NOTE:**

- **TELE/DATA LOCATIONS**: In the raceway.
- **INSTALL**: A "STANDARD FACEPLATE BRACKET" (PANDUIT #T70SDB-X OR EQUIVALENT) at the tele/data locations in the raceway.
- **DO NOT USE**: "HANGING BOXES".

---