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Revision history:
sept. 04 - updated manufacturers and changed toilet paper and paper towel dispensers product info. to reflect that these are provided by owner.
april o5 - added diaper changing stations.
may 07 - changed soap dispenser product info. to reflect that these are provided by owner.
GENERAL
General editing / coordination notes:
toilet paper, paper towel, and soap dispensers are typically provided by building services for contractor installation.  This assures that unit supplied is compadible with paper / soap products purchsed for maintenance.  if other units are selected, coordinate with design manager to communicate maintenance requirements to user.
using owner supplied units does not alleviate architect of the responsibility to coordinate wall mounted items with all ada requirements and communicating those installation requirements to the contractor.
CATALOG NUMBERS USED IN THIS SECTION DO NOT REPRESENT AN EXHAUSTIVE LISTING OF ALL POSSIBLE UNITS.  CONSULT MANUFACTURERS CATALOG WHEN EDITING THIS SECTION.

SUMMARY
Extent of toilet accessories is shown on drawings.
Types of toilet accessories include the following:
EDIT BELOW TO SUIT PROJECT.
Grab bars.
Soap dispensers.
Toilet paper dispenser.
Paper roll towel dispenser.
Electric hand dryers
Fold-down shower seats.
Shower curtain rods.
Sanitary napkin/tampon dispensers.
Folding purse shelf.
Sanitary napkin/tampon disposal units.
Stainless steel shelves.
Janitorial utility shelves.
Mirror units.
Waste paper baskets are included in Division 12 Section "Furnishing Accessories."
For accessories noted in Products section as provided by Owner, coordinate with Owner's Representative to obtain from UM Plant Building Services.
SUBMITTALS
Product Data:  Submit mfr's literature indicating compliance with requirements, and installation instructions.
PRODUCTS
ACCEPTABLE MANUFACTURERS
Manufacturer:  Subject to compliance with requirements, provide products of one of the following:
Toilet Accessories:
American Specialties, Inc.
Bobrick Washroom Equip., Inc.
Bradley Corp.
Elcoma Metal Fabricating (grab bars and shower seats only).
Gamco (except for shower seats and counter soap dispensers)
Koala Kare Products, a division of Bobrick
TOILET ACCESSORIES
General:  Provide toilet accessories as indicated or scheduled.  Install units at locations and heights as indicated, plumb and level, firmly anchored, in accordance with mfr's instructions.
MATERIALS
Stainless Steel:  AISI Type 3-2/304, with polished No. 4 finish, 22 gage minimum, unless otherwise indicated.
Fasteners:  Screws, bolts, and other devices of same material as accessory unit or of galvanized steel where concealed.
FABRICATION
General:  Stamped names or labels on exposed faces of toilet accessory units are not permitted.  Wherever locks are required for particular type of accessory, provide same keying throughout project.  Furnish two keys for each lock, properly identified.
Surface-Mounted Accessories:  Fabricate units with tight seams and joints, exposed edges rolled.  Hang doors or access panels with continuous piano hinge or minimum of two 1-1/2 inch long pin hinges of same metal as unit cabinet.
DELETE ABOVE OR BELOW OR RETAIN BOTH TO SUIT PROJECT.
Recessed Accessories:  Fabricate units of all welded construction, without mitered corners.  Hang doors or access panels with full-length stainless steel piano hinge.  Provide anchorage which is fully concealed when unit is closed.
GRAB BARS
Note: icc/ansi a117.1 2003 requires both vertical and horizontal bars.  
Part number listed below is a series number and is available in multiple configurations and lengths.  Provide elevations on drawings showing configuration, types of bards, locations, and mounting heights. Coordinate with toilet paper dispenser and other wall mounted items in room / stall.
Provide stainless steel grab bars with wall thickness not less than 18 gage and as follows:
Mounting:  Concealed.
Gripping Surface:  Manufacturer's standard non-slip texture.
Size:  Outside diameter 1-1/2 inch by dimensions indicated.
Product:  Bobrick B-6806 series of configuration and dimensions shown; or, subject to compliance with requirements, equivalent products of other approved mfrs.
WALL MOUNTED SOAP DISPENSERS
wall mounted soap dispensers are provided by bldg. services for installation by the contractor. architect is responsible to verify complaince with project requirements and provide installation information, including mounting heights and locations.  PM orders during construction. The following is standard model from spartan:
Foam dispenser (ADA compliant if properly located): 9756
Wall mounted liquid soap dispensers are provided by Owner for installation by Contractor.  
COUNTER-MOUNTED SOAP DISPENSERS
options for unit below include polished brass cover and spout, 4-inch long spout, and 20-oz. resevoir.  See catalog for appropriate model number.
Note that building services does not fill units that they do not supply.
Liquid soap dispenser for counter mounting, complete with 4-inch long shank, and optional 6-inch spout.  Capable of filling from top.  Stainless steel spout/cover and 34 oz. capacity polyethylene reservoir.  Provide units with matching stainless above-counter shank extension if required to suit application.
Product:  Bobrick B-8226; or, subject to compliance with requirements, equivalent products of other approved mfrs. 
TOILET PAPER DISPENSERS 
toilet paper dispensers are provided by bldg. services for installation by the contractor. architect is responsible for selecting units from below that meet project and ada requirements and communicating selections to DM / pM. architect is also responsible for providing installation information, including mounting heights and locations.  PM orders during construction. The following are standard models from kimberly-clark:
Jumbo JRT Cored dispenser (typical preferred type, 2 rolls side by side): 09551 -- 1 of the 2 rolls can be ADA compliant if properly located
Coreless JRT (2 rolls side by side - use only if standard paper in building is coreless, not typical): 09608 --  1 of the 2 rolls can be ADA compliant if properly located
Stacked double Roll dispenser (not recommneded in public restrooms, ADA compliant if properly located): 09021 
Toilet paper roll dispensers are provided by Owner for installation by Contractor.
PAPER ROLL TOWEL DISPENSER
paper towel dispensers are provided by bldg. services for installation by the contractor. architect is responsible for selecting units from below that meet project and ada requirements and communicating selections to DM / pM. architect is also responsible for providing installation information, including mounting heights and locations.  PM orders during construction. The following are standard models from kimberly-clark:
Roll towel dispenser (lever handle operated, ADA compliant if properly located): 09736
Touch free dispenser (mechanical unit, not ada compliant): 09990
Note 10-1/2" depth and coordinate with ADA requirements.

Paper roll towel dispensers are provided by Owner for installation by Contractor.  
ELECTRIC HAND DRYERS
[bookmark: _GoBack]REmoved discontinued product previously listed.  A&E is reviewing potential models for inclusion in this section.  consider ADA compliance, noise, dry time, and air distribution pattern when selecting devices. user experience in other buildings have indicated that driers in the 80-90 dba range are too loud and some air distribution patterns cause maintenance problems on the adjacent walls.  

Note that building services does not provide electric hand driers.     
SHOWER SEAT
Padded, fold-down seat constructed with Type 304 stainless steel framing and with self-locking mechanism.  For units on wood stud framing, provide concealed backing at screw points.
Product:  Bobrick B-517 (right hand) or B-518 (left hand) as indicated; or subject to compliance with requirements, equivalent products of other approved mfrs.
SHOWER CURTAIN ROD
Extra-heavy-duty; 18-gauge type 302 stainless steel tubing with satin finish; 1-1/4 inch outside diameter; 1/8 inch thick die-cast, single piece flange; length as shown on drawings, or if not shown, 36 inches.
Product:  Bobrick B-6047; or subject to compliance with requirements, equivalent products of other approved mfrs.
INclude below if desired by client.  Note that they are not maintained by plant building services.
SANITARY NAPKIN/TAMPON DISPENSERS

General:  Type 304 stainless steel construction; minimum 22 gage cabinet and 18 gage door.  Return door edges and equip with tumbler lockset.  Provide graphic identification indicating "Napkins" and "Tampons" at coin slots; brand name advertising is not allowed.  Capacity not less than 30 napkins and 20 tampons.
Coin mechanism:  25-cent coin operation, with locked coin box keyed separately. Wrong coins by-pass mechanisms and drop into product tray. Provide graphic showing indicated coin denomination. 
Cost: 25-cents
Operation: ADA compliant push button dispensing.  All operations shall be mechanical.
Below for RECESSED UNITS (requires full 4 to 5-1/2 inch deep cavity). Unit below is ADA compliant if located properly.
Product:  Bobrick B-3706 series (recessed or semi-recessed); or, subject to compliance with requirements, equivalent products of other approved mfrs.
BELOW FOR SURFACE MOUNTED UNITS. Unit below protrudes from wall 8" and is not ada compliant if located along a path of travel. 
Product:  Bobrick B-2706 (surface mounted); or, subject to compliance with requirements, equivalent products of other approved mfrs.
FOLDING PURSE SHELF
Shelf and bracket fabricated of heavy cast Zamak with bright chrome plated finish, for partition mounting.
Product:  Bobrick B-287; or, subject to compliance with requirements, equivalent products of other approved manufacturers.
SANITARY NAPKIN/TAMPON DISPOSAL UNITS
Coordinate with other wall mounted items, particularly in accessible stalls / rooms.

Type 304 stainless steel construction, with piano-hinged door.
below FOR PARTITION MOUNTED UNITS
Product:  Bobrick B-354 (double sided, for through-partition mounting); or, subject to compliance with requirements, equivalent products of other appoved mfrs.
BELOW FOR wall mounted units.  select RECESSED or SURFACE MOUNTED UNITS as applicable. maintenance prefers recessed whenever possible.
Product:  Bobrick B-353 (recessed); or, subject to compliance with requirements, equivalent products of other approved mfrs.
Bobrick B-254 (surface mounted); or, subject to compliance with requirements, equivalent products of other approved mfrs.
STAINLESS STEEL SHELVES
Type 304 stainless steel construction, 18 gauge thickness with polished satin finish.  Pan type construction with edges turned down not less than 3/4 inches on all sides; and complete with integrally welded stainless steel brackets at manufacturer's standard spacing.
Depth:  6 inches.
LENGTHS FROM 16 INCHES TO 96 INCHES AVAILABLE in 2-inch increments - CONSULT CATALOG.
Length:  24 [SPECIFY OTHER] inches.
Product:  Bobrick B-296 series; or, subject to compliance with requirements, equivalent products of other approved mfrs.
JANITORIAL UTILITY SHELVES
Type 304 stainless steel construction, 18 gauge thickness with polished satin finish; 8-inch depth.  Pan type construction with edges turned down not less than 1-1/2 inches on all sides, and complete with rag bar, rag hooks, mop hooks, and integrally welded stainless steel brackets.
Length:  30 inches; not less than 3 mop holders and 2 rag hooks.
Length:  36 inches; not less than 4 mop holders and 3 rag hooks.
Length:  48 inches; not less than 6 mop holders and 5 rag hooks.
Product:  Bobrick B-224 series; or, subject to compliance with requirements, equivalent products of other approved mfrs.
MIRRORS
Provide framed glass mirror units of standard or custom sizes as indicated, and as follows:
Frames: Provide glass mirror units with UNS 30302/30304 stainless steel channel frames, 1/2-inch by 1/2-inch, no. 4 finish, and with mitered corners.
below is tempered glass.  annealed and laminated are also available.  Consider less expensive annealed glass alternative for non-student, non-public areas.
Mirror:  Provide units with 1/4 inch thick tempered glass, Type I, Class 1, Quality q2, conforming to FS DD-G-451, with silvering, copper coating, and protective organic coating complying with FS DD-M-411.
delete below if no stainless steel mirrors.  Use where security or impact damage are considerations.
Mirror:  Bright polished, 22 gage, UNS 51430 stainless steel sheet.
delete below if no shelf.  shelf typically conflicts with faucets when mirrors are set at ADA height.
Mirror Shelf:  Where indicated on drawings, provide 4 inch deep, satin finished stainless steel units, full length of mirror.
Product:  Provide the following product, or equivalent products of other approved manufacturers:
Bobrick B-165 series.
delete below if no shelf.
Bobrick B-166 series (with shelf.)
vertical wall mounted baby changing station also AVAILABLE for tight spaces.  see manufacturer's catalog.  horizontal model preferred.
Diaper-Changing Station:
Description:  Horizontal unit that opens by folding down from stored position and with replaceable child-protection strap.
Engineered to support a minimum of 250-lb static load when opened.
Comply with ASTM F2285 Standard Consumer Safety Performance Specification for Commercial Use.
Mounting:  Surface mounted, with unit projecting not more than 4 inches from wall when closed.
Operation:  By pneumatic shock-absorbing mechanism.
Select one of the following materials. Stainless is more expensive but more durable - consider in high use areas.
Material and Finish:  Stainless steel, No. 4 finish (satin), with replaceable insulated polystyrene tray liner and rounded plastic corners.
Material and Finish:  Blow-molded high-density polyethylene, cream color, with antimicrobial additive, with reinforce full length steel-on-steel hinge and 11 gauge steel mounting plates. 
Liner Dispenser:  Built in.
Manufacturers:  Subject to compliance with requirements, provide products by one of the following:
Brocar Products, Inc.
Koala Care Products, a division of Bobrick.
Synergy Management.
EXECUTION
INSTALLATION
General:  Install toilet accessory units in accordance with mfr's instructions, using fasteners appropriate to substrate and recommended by mfr of unit.  Install units plumb and level, firmly anchored in locations indicated.  Secure mirrors to walls in tamperproof manner with special hangers, toggle bolts, or screws.
Adjust toilet accessories for proper operation and verify that mechanisms function smoothly.
Clean and polish all exposed surfaces after removing protective coatings.  Clean exposed surfaces of mirror units in compliance with mfr's recommendations.
consider including the schedule below if helpful.
SCHEDULE
In each toilet room marked "Men's Toilet" on plans, provide the following toilet accessory units:
Grab Bars:  Configuration as shown in toilet marked "Handicap".
Soap Dispenser:  1 at each sink.
Toilet Paper Dispenser:  1 in each toilet stall.
Paper Roll Towel Dispenser:  1 within room.
Stainless Steel Shelf:  1 within room.
Mirror Units:  1 over each sink.
if desired by client, add diaper changing station.
Diaper Changing Station:  1 within room.
In each toilet room marked "Women's Toilet" on plans, provide the following toilet accessory units:
Grab Bars:  Configuration as shown in toilet marked "Handicap".
Soap Dispenser:  1 at each sink.
Toilet Paper Dispenser:  1 in each toilet stall.
Paper Roll Towel Dispenser:  1 within room.
Sanitary Napkin/Tampon Dispenser:  1 within room.
Folding Purse Shelf:  1 in each toilet stall.
Sanitary Napkin Receptacles:  As indicated on drawings, but with access to one in each toilet stall.
Stainless Steel Shelf:  1 within room.
Mirror Units:  1 over each sink.
if desired by client, add diaper changing station.
Diaper Changing Station:  1 within room.
In each room marked "Janitor's Closet" on plans, provide the following toilet accessory units:
Janitorial utility shelves:  1 unit within room.
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